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An unbalanced stereo audio signal (RCA jacks or Mini-jack) from an external source (MP3 shown) is summed and converted to balanced mono 
using the DS-CIJ3 Consumer Input Jack plate. An RDL FP-PA20A 20 Watt Audio Power Amplifier feeds 70 Volt outdoor loudspeakers in the patio 
seating area.

The wall-mounted RLC10KS Remote Control allows users to adjust the audio level on the patio.  The RLC10KS controls the ST-VCA3 Voltage 
Controlled Amplifier which sets the audio input level to the power amplifier.

An FP-PA20B 20 Watt 25 Volt Power Amplifier may be used in place of the FP-PA20A if a 25 Volt system is desired.

Description:

Recommended Pwr. Supplies
Product   QTY
PS-24V3A 24 Vdc 3 A 1

Parts List
Product QTY
CP-2S 1
DS-CIJ3 1
FP-PA20A 1
RLC10KS 1
ST-VCA3 1
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User Audio Input And Level Control
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70 V Loudspeakers 

70 V Loudspeakers 

FP-PA20A 
Audio Power Amplifier - 20 Watts 70 
& 100 V outputs

ST-VCA3 
Voltage Controlled Amplifier

MP3 Player

RLC10KS 
Remote Level Control 
- 0 to 10 kΩ

DS-CIJ3 
Consumer Input Jacks 
– Mono

CP-2S 
Cover Plate


