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AUTOMATIC POWERING OF CLASSROOM A/V SYSTEM

www.rdlnet.com

AN-2104

Automatically Turn System On and Off to Conserve Energy and Simplify Operation

Parts List
Product QTY
CP-1 1
CP-2 2
D-J1 1
D-AVM4 1
D-ECR1L 1
FP-ECC1 1
RU-PA40D 1

Recommended Pwr. Supplies
Product  QTY
PS-24AS 24 Vdc 500 mA 1
RU-PA40D power supply 1, included

(SET TO 4 Ω MODE)

DC Logic-Controlled Outlets

RDL Power Supplies

FP-ECC1
Energy Conservation Controller

Classroom Computer

CP-1
Cover Plate

CP-2
Cover Plate

8 Ω Loudspeakers

D-ECR1L
Power On/Off 
and Level Remote Control

Wireless Mic Receiver

ST-UMX3
3x1 Universal Audio Mixer 

D-J1
Microphone Input Assembly 

LCD Monitor

RU-PA40D
40 W Stereo Audio Amplifier
with VCA - 8 Ω 

DC Logic-Controlled Outlets

Power Supply

D-AVM4
Audio and Video 
Monitor Jack Panels 

The RDL FP-ECC1 Energy Conservation Controller provides the capability to automatically power up the classroom A/V electronics when needed 
and to power down the equipment when not in use to conserve energy and reduce operating costs.

FP-ECC1 “trigger” input bridges the mic signal from the room to switch or hold the system on. Then the presence of line-level computer audio at 
the FP-ECC1 “hold” input also keeps the system powered.  After a switch-selectable time period of 15, 30, or 60 minutes of no use, the FP-ECC1 
will turn off the system electronics. No operator intervention is needed to begin or end use of the system.

Audio and video inputs from the room are fed through RDL wall plates. The D-ECR1L Power On/Off and Remote Level Control allows users to 
manually power up/down the equipment controlled by the FP-ECC1 Controller and to adjust the audio output from the amplifier.  The D-ECR1L 
matches the style of the other wall plates.
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