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One Format-A receiver is used to provide three mono line-level signals to a local mixer-amplifier in the equipment rack. Bluetooth audio is sent to 
the receiver on pair C.  Pair B is used to receive line-level pre-amplified audio from the Format-A microphone preamplifier in the D-TPSL2A 
mounted in the wall. Pair A is used to receive mono-summed audio through the Mini-Jack or pair of RCA jacks mounted under the mic jack. 
Audio is connected from the Format-A senders through CATx cable with standard RJ45 connectors.  The use of Format-A provides simple 
connection using CATx cable and the economy of a single receiver and power supply.

Description:

AN-2247

Format-A with CATx Cable Adds Separate XLR Mic and User Line Inputs to Wireless Bluetooth Source

Line Level Audio Signal
Loudspeaker Level
Control Signal
Video
Mic Level Audio Signal
Network
Power
Format-A

Parts List
Product QTY
D-TPSL2A 1
D-BT1A 1
TX-TPR3A 1

Recommended Pwr. Supplies
Product  QTY
PS-24AS 24 Vdc 500 mA 1

D-TPSL2A
Active Two-Pair Sender
RDL Format-A

Push-to-Talk Paging Mic

Stereo Audio Source

TX-TPR3A
Active Three-Pair Receiver - Twisted 
Pair Format-A - Balanced line outputs

Mixer-Amplifier

Main Building

D-BT1A
Wall-Mounted Bluetooth® 
Audio Format-A Interface
(Set to MONO and pair C)

Office


