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One Format-A receiver is used to feed two independent zones of mono audio to two audio power amplifiers.  The Bluetooth receiver in each zone 
sends audio to the Format-A receiver through a daisy-chained connection over CATx cable.  Both Bluetooth interface modules are powered from 
the Format-A receiver.

Description:

Separate Bluetooth Inputs in Two Zones Over Single CATx Cable Run

AN-2252BLUETOOTH® GYM AUDIO

Recommended Pwr. Supplies
Product   QTY
PS-24AS 24 Vdc 500 mA 1
PS-24V3A 24 VDC 3000mA 2, included

Parts List
Product QTY
D-BT1A 2
SF-PA50A 2
TX-TPR2A 1

70V Loudspeakers 70V Loudspeakers

SPIN ROOMWEIGHT ROOM

SF-PA50A
50 W Mono Audio 
Amplifier - 70 V or 100 V (Installed in Plenum)

SF-PA50A
50 W Mono Audio 
Amplifier - 70 V or 100 V

TX-TPR2A
Active Two-Pair Receiver  
Twisted Pair Format-A 
Balanced line outputs

D-BT1A
Wall-Mounted Bluetooth 
Audio Format-A Interface
(Set to MONO and pair B)

(Installed in Plenum)

D-BT1A
Wall-Mounted Bluetooth 
Audio Format-A Interface
(Set to MONO and pair C)


